POLIURETAN SISTEMLER
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POLYURETHANE SYSTEMS

INNOVA POLIMER SAN. TIC. AS.

(reen lack

16020-GREEN LACK

POLIURETAN ESNEK BEYAZ ASTAR (2,5+1)

TANIM: Alkid poliliretan regine esasli, iki bilesenli, mat
goriinimli, mobilya boyalari icin esnek astar.

KULLANIM YERI: Mobilya ve dekorasyon sanayinde dahili
kullanim amagli her tiirlii masif ve kaplama ahsap ylizeylerde astar
olarak kullanilir.

AVANTAILAR
e Kolay zimparalanir,
e Yiiksek doldurma giiciine sahiptir.

TEKNIK OZELLIKLER
Gortnum: Mat
Renk: Beyaz, Gri, Kahve, Sari
Karisim Orani: 2,5:1 (A:B - agirlikga)
Karisim Omrii: 6-7 saat (20°C de)
Yogunluk: 1,35 + 0,02 kg/It (A+B / 20°C de)
Kati Madde: %65 + 1 (A+B — agirlikca)
Alevlenme Noktasi: <0°C
Teorik Yayllma: 8-10 m2/kg (35-40 mikron kfk* da)
VOC (ugucu organik madde): 462 gr/lt
Inceltici: Green Lack Politiretan Tiner
Inceltme Orani: %15-20
Uygulama Yontemleri: Havali Plskiirtme
Kuruma Bilgileri: 20°C de
Toz Kuruma: 10 - 15 dk
Zimpara Kurumasi: 5 -6 saat
Tam Kuruma: 24 saat

NOT: Kuruma sureleri, normal sartlarda tek katta 40 mikron kuru
film kalinhdi birakacak sekilde uygulandidinda elde edilecek
strelerdir. Uygulama kalinlidi arttikga ve soguk havalarda kuruma
stirelerinin artacad bilinmelidir.

UYGULAMA BILGILERI

Yiizey Hazirlama: Uygulama yizeyi temiz ve saglam olmaldir.
Ahsap yiizeyler uygun zimpara isleminden sonra yizeydeki
tozlardan arindiriimaldir.

Ortam Kosullari: Ortam sicakhdi +5°C ile +35°C arasinda
olmalidir. Kapali ortamlarda yapilacak uygulamalarda havalandir-
maya dikkat edilmelidir.

Karisimin Hazirlanmasi: Iki bilesenli bir Giriin olup karisim dmrii
goz onine alinarak, tiiketilecek miktar kadar belirtilen karigim
oraninda hazirlanmalidir. Homojen bir karisimin elde edilebilmesi
icin Urtin sicakiginin 15°C’ den az olmamasina dikkat edilmelidir. A
bilesen kendi iginde karistiriimali, karisim oranina dikkat edilerek,
sertlegstirici (B bileseni) ilave edilmelidir. A ve B bilesenleri homojen
oluncaya kadar karistirnimaldir.

Yiizeye Tatbiki: Uygulamaya hazir hale getirilen karigim, havali
plskurtme ile, istenilen yizey dolgunluguna baglh olarak iki g
capraz kat uygulanir. Tozsuz bir ortamda kirlenmeye birakilir.

Ekipmanlarin Temizligi: Poliliretan tiner ile.

AMBALAJ BILGILERI: 21 kg’ lik bir takim 16020 POLIURETAN
BOYA ESNEK ASTAR; bir kova iginde net 16 kg 16020 drin kodlu
A bileseni ve bir galon iginde net 5 kg 16020 triin kodlu B bilegen-
inden olugsmaktadir.

DEPOLAMA BILGILERI: Malzeme serin ve kuru yerde saklan-
malidir. Agilmamis orijinal ambalajinda ve dogru depolandifinda
malzemenin émri A bilegen igin 1 yil, B bilegen igin 6 aydir.

SAGLIK/GUVENLIK BILGILERI: Uriin ile ilgili AB direktiflerine
uygun duzenlenmig Guvenlik Bilgi Formuna (GBF) uyunuz.

POLIURETAN -
MOBILYA BOYALAR )
AHSAP KORUMA SiSTEMLERI
Polyurethane

Furniture Paints

Wood Protection Systems
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16020-GREEN LACK
POLYURETHANE RESILIENT WHITE
PRIMER (2,5+1)

DEFINITION: Alkyd polyurethane resin-based, two-compo-
nent, opaque-appearance, resilient primer for furniture paints.

PLACE OF USE: It is used as primer on all kinds of massive and
coated wooden surfaces for internal use in the furniture and
decoration industry.

ADVANTAGES:
e It is easy to sand,
e It has high filling capacity.

TECHNICAL PROPERTIES:

ASTARLARNE
PRIMERSH
FPYHTOBKU

16020-GREEN LACK
NOSINYPETAHOBAS F'MBKAS! BEJIAS
FPYHTOBKA (2,5+1)

ONMUWCAHME: [1ByxKOMMNOHEHTHasi, MaToBasi, r’1bKas rpyHTOBKa
NS MeBenbHbIX Kpacok Ha OCHOBE anKMAHOW MOvypeTaHoBOM
CMOJIbI.

OBJIACTb NMPUMEHEHMSA: NpegHasHaveHa ans
BHYTPEHHErO WCMOb30BaHUA B MeGenbHoi W OTAENOYHOM
MPOMBILLU/IEHHOCTM B KAYeCTBE TPYHTOBKM, MPUMEHSIETCA Ans
[IEPEBSIHHbBIX MOBEPXHOCTEN U3 BCEX BUAOB MaccyBa M MOKPbITUNA.

NMPEMMYLLECTBA:
e Jlerko wnudyetcs,
o ObnapaeT CBOMCTBOM CUJIbHOW 3arO/HAEMOCTU.

TEXHNYECKUE XAPAKTEPUCTUKMN:

BHewwHui BUA:
LiBeT:

Mponopuus cMecu:
CpokK cnyx6bl cMecu:

MatoBblit

Benblif, cepbliif, KOPUUHEBBIN, KENTbIN
2,5:1 (A:B - no Becy)

6-7 yac. (npu 20°C)

MnoTHOCTb:

TBepaoe BeLecTBo:

Touka BoCrfaMeHeHus:
TeopeTnyeckoe pacrnpocTpaHeHue:
J10B (neTyyee opraH1Yeckoe BeLLecTBO):
PacTBopuTens:

1,35 £ 0,02 kr/n (A+B /npu 20°C)

65 + 1% (A+B — no Becy)

<0°C

8-10 m2/kr (35-40 mMukpoH B kfk*)

462 r/n

MonuypeTaHoBbIi pacTBopuTens Green Lack

Appearance: Opaque

Color: White, Grey, Brown, Yellow
Mixture Ratio: 2,5:1 (A:B — by weight)

Mixture Life: 6-7 hours (at 20°C)

Density: 1,35 £ 0,02 kg/It (A+B / at 20°C)
Solid Substance: %65 £ 1 (A+B — by weight)
Flash Point: <0°C

Theoretical Diffusion: 8-10 m2/kg (at 35-40 micron kfk*)
VOC (volatile organic matter): 462 gr/lt

Thinner: Green Lack Polyurethane Thinner
Thinning Rate: 15-20%

Application Methods: Pneumatic Injection

Drying Info: At 20°C

Dust Dry: 10 — 15 min.

Touch Dry: 5 -6 hours

Full Dry: 24 hours

Note: The drying periods are the periods which will be obtained
when applied so as to leave 40 micron dry film thickness in a
single layer under the normal conditions. It should be known that
the drying periods will increase as the application thickness
increases and in cold weathers.

APPLICATION DETAILS

Surface Preparation: The application surface should be clean
and solid. The wooden surfaces should be cleared of the dusts on
the surfaces after the appropriate sanding process.

Ambient Conditions: The ambient temperature should be
between +5°C and +35°C. For the applications to be made in the
closed environments, attention should be paid to ventilation.

Preparation of the Mixture: It is a two-component product and
it should be prepared at the rate of the mixture specified as much
as the amount to be consumed by taking into account the mixture
life. Attention should be paid that the product temperature is not
less than 15°C in order to be able to obtain a homogeneous
mixture. The component A should be mixed within itself and the
hardener (the component B) should be added by paying attention
to the mixture rate. The components A and B should be mixed
until they are homogeneous.

Application onto the Surface: The mixture which is made
ready for application is applied in the form of two — three cross
layers depending on the required surface saturity by pneumatic
injection. It is left to curing in a dust-free environment.

Cleaning of the Equipment: With polyurethane thinner.

PACKAGING DETAILS: One set of 21 kg 16020 POLYURETHANE
RESILIENT WHITE PRIMER 2+1 is composed of the component A
of net 16 kg and with the product code 16020 in one bucket and
the component B of net 5 kg and with the product code of 16020
in one canister.

STORAGE DETAILS: The material should be kept in a cool and
dry place. The lifetime of the material is 1 year for the component
A and 6 months for the component B when stored in its unopened
original package and properly.

HEALTH/SAFETY DETAILS:
Comply with the Safety Information Form (SIF) issued in compli-
ance with the EU directives related to the product.

MpoueHT pacTBopexus: 15-20%

MeToabl NpUMeHeHNs: Bo3ayLuHoe pacrbiieHmne
MHdbopMaums o BbiCbIXaHUK: Mpun 200C

BbICbIXaHue [0 Mblin: 10 — 15 MuH.
BbICbIXaHWe 0 KacaHus: 5-6yvac

MonHoe BbICbIXaHVe: 24 vaca

MpuMeyaHue: BpeMs BbiCbIXaHUs, 3TO BPEMS, 3a KOTOpoe
BbICbIXaeT OAWH CJIOK  TONMWMHOW nneHku 40 MWUKPOH, B
HOpMasibHbIX yCroBUsiX. CrieflyeT 3HaTb, YTO BPEMS BbICbIXaHWs!
6yLeT YBEIMUMBATLCA MO MEpe YBENMYEHUS TOMLMHbI HAHECEHUS
1 B XOJIOZHYIO Morozay.

UWHOOPMALIUA O MPUMEHEHUMN:

MoprotoBka nosepxHoctu [lpegHasHaveHHas K obpaboTke
MOBEPXHOCTb  AO/MKHAa ObiTb  MpPOYHOM M uncToir. [Mocne
Hagnexalen LWNMhOBKM AepeBsHHbIE MOBEPXHOCTU  [OMKHbI
6bITb OUULLEHBI OT MbIIN.

YcnoBusa okpyaroleil cpeabl: TeMnepaTypa OKpyxatoLlen
cpeabl aomkHa ObiTb B avanasoHe +5°C/+35°C. B cnyuvae
npuMeHeHuns B 3aKpbITbIX noMeLleHusXx, HeOGXO,qVIMO
no3aboTnTbcs 0 BEHTUNAUUN.

Mpurotoenexnmne cmecn:  CMeCb 3TOMO ABYXKOMMOHEHTHOMO
npoaykTa Ao/mkKHa ObiTb MpUroToBiEHa B COOTBETCTBUM C
YKa3aHHbIMM  MponopuusiMu, C  y4yeToM Tpebyemoro Ans
MCNOMb30BaHNA KONMYECTBa, W MPUHMMAs BO BHUMaHWE CPOK
cnyx6bl (BpeMmsi, 3a KOTOpOe CMeCb A0SKHa ObITb MCMONb30BaHa).
YTo6bl MOMYYMTb OAHOPOAHYK CMeCb, TemrepaTypa npoaykTa
pomkHa 6biTb He MeHee 15°C. CHayana HyXHO pa3Mewatb
KOMMOHEHT A, 3aTeM, cobnogas yKkas3aHHble Mponopumu,
fobasutb oTBepauTenb (KOMNoHeHT B). KomnoHeHnTsl A n B
CreflyeT pasMeLluMBaTh 10 MOJHOW OHOPOAHOCTY.

HaHeceHue Ha NOBEPXHOCTb: rOTOBYIO K MPUMEHEHUIO CMEChb,
B  3aBUCUMOCTU oT )Kel'laeM017I cTeneHn HaANOJIHAEMOCTU
NOBEPXHOCTU HAHOCAT ABYMA-TPEMSA MEPEKPECTHbIMU CNOAMU
nyTeM BO3AYLIHOrO pacnblneHus. OcraBnsoT ana oTBeEpPAEHUS B
cpeae 6e3 nbinu.

Ouucrka MHCTPYMEHTOB: C MOMOLLBbIO  MOJSINYPETAHOBOIO
pacTBopuTens.

MH®OPMALIMA OB YIAKOBKE: [lpoaaeTcs B KOMMEKTe
16020 MOJIMYPETAHOBAS TMBKAS TPYHTOBKA, o6limM Becom
21 Kr, B KOTOpbI/i BXOAUT KOMMOHEHT A, koa npoaykta 16020,
BECOM HETTO 16 Kr, MOMELLEHHbIVi B BEAPO ¥ KOMMOHEHT B, koA
npoaykta 16020, BECOM HETTO 5 Kr, MOMELLEHHbI B XXECTAHYHO
6aHky.

MH®OPMALIMA O XPAHEHWW: Matepuan cneayeT XpaHuTb B
XOPOLUO MPOBETPMBAEMOM M MpoxiagHOM Mecte. Cpok Cyx6bl
MaTepuana B 3aKpbITOW 3aBOACKOM YMaKoBKE W MpW YCIOBUK
cobniofeHnss  nMpaBwWn  XpaHeHust coctaensieT 1 roa ans
KOMMOHeHTa A n 6 MecsiLeB Anst KOMMoHeHTa b.

UHOOPMALIUA O 300POBbLE/BE30MNACHOCTMU:
Cobntopaiite nHdopMaumoHHyto thopMy 6e3onacHocTy (GBF)
NpOAYKTa, COCTaBEHHYIO B COOTBETCTBUM C AnpekTuBammn EC.
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